
ZAP Grease EXTREME is specially 
developed for the lubrication in the most 
severe conditions: under extremely high 
and shock loads, elevated temperatures and 
in dirty and wet environments.
It is suitable for heavy duty industrial 
equipment used in: mining/quarrying, pellet 
production, cement, steel industry, paper 
p r o d u c t i o n  a n d  o t h e r  i n d u s t r i a l 
applications. Perfectly adapted to the 
lubrication of public works machines and 
other  off-road applications including: 
agr icul ture  and fores t ry,  logging, 
construction equipment, as well as heavy 
duty automotive applications.
It is also suitable for use in marine and off-
shore applications and for general 
lubrication of axles, ball joints, universal 
joints, couplings and bushings.
Operating temperature range: 

0
from -25 to 180 C 

0(temporary up to 200 C).
ISO 6743-9: ISO-L-XBFIB 1/2
DIN 51 502: KP1/2R-25

Technical Specifications

Performance Features

Application

Description

ZAP is sold all over the world under registered trademark of ZAP Lubes
Supplier: ZAP Lubes SIA, 5 Viskalu St., LV-1026 Riga, Latvia. Tel: +371 67543642
A material safety data sheet conforming to the regulations in use in EU countries is obtainable via your local distributor or online on: www.zap-grease.com
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ZAP Grease EXTREME is a high  
performance heavy duty lubricating grease 
based on calcium sulfonate complex 
t h i c k e n e r  s y s t e m  a n d  a  s e v e r e l y 
hydro-treated mineral base oil. A unique 
structure of calcium sulfonate complex 
thickener provides high dropping point, 
excellent inherent extreme pressure and 
a n t i - w e a r  p e r f o r m a n c e ,  s u p e r i o r 
mechanical stability, good rust protection 
and and water spray off protection. This 
makes it a truly multipurpose grease 
suitable for a wide range of marine, 
industrial and automotive applications.
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Product Data

Stock No. Z-3 / Z-3.1 / Z-3.3
Packages: 400 g  Pull-Off Cartridge / 18 kg Keg / 180 kg Drum
24 Cartridges per Box
50 Boxes per Pallet / 22 Kegs per Pallet / 4 Drums per Pallet
Barcode Cartridge / Box: 4752134000031 / 4752134000048
Barcode 18 kg Keg / 180 kg Drum: 4752134000055 / 4752134000062
Shelf Life: 5+ years (from date of manufacture)

Above characteristics are mean values given as an information.
No warranty expressed or implied is given concerning the accuracy of the information or the suitability of the product

Characteristics Test Method Unit Typical Value 
NLGI grade ASTM D 217 - 1-2 
Thickener  - Calcium Sulfonate Complex 
Base Oil Viscosity at 40°C  mm2/s 220 
Colour Visual - Brown 
Appearance Visual - Smooth, Homogenous 
Cone Penetration, Worked ISO 2137 1/10 mm 280-310 
Change in consistency ISO 2137 0,1 mm <10 (after 10000 cycles) 
Operating Temperature Range  °C -25 - 180 
Dropping Point  ISO 6299 °C >300 
Low Temp. Flow Pressure DIN 51 805 Mbar Max 1400 at -25°C 
Oil Separation, 42h at 40°C, wt% IP 121  0,5% typical 
Dynamic Rust Test, EMCOR ISO 11007 Rated 0-0 Distilled Water 
Water Resistance Test DIN 51807-1 Rated 1-90 (3 hrs at 90°C) 
Water Washout Test DIN 11009  2% typical (79°C, wt.% loss) 
Four-Ball Weld Load ASTM D2596 kgf 510 
Four-Ball Wear Test, Wear Scar ASTM D2266 mm 0,40 typical 
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